
Drum type 280P 28BP 300P 30AP

Table 1. Main dimensions of standard drums [mm]

Main disks Core Drum Working axis drive

D D1 L B d d4

280P 2800 1800 1675 1400 140 - 150 63
28BP 2800 1600 1675 1400 140 - 150 63
300P 3000 2000 1990 1700 140 - 150 63
30AP 3000 1800 1990 1700 140 - 150 63

                -   
Acc. 

Deviations
±1% ±1% -20 +80 ±1% 2 3

Table 2 – Sizes of wooden elements in [mm].

Main disks
Boards of 

core plating 
Core disks Guide boards Core disks

Core 

plating

Canal 

width

S S1 S2 S3 b b1 m

280P 110 50 50 120 200 80 120
28BP 110 50 50 120 200 80 120
300P 120 63 63 120 200 80 120
30AP 120 63 63 120 200 80 120

                -   
Acc. 

Deviations
5 ±1 ±1 -5 ±10 ±5 ±5

Tabela 3. Dimensions of metal connecting elements in [mm].

amount Diameter Amount Diameter Side length
Sheet 

thickness

Sleeve 

thickness

Bolt 

distance

Smooth, 

round 

arbor

Ring-

shaped

d1 d2 a g g1 k

280P 10 M24 8 M16 300 8 4 220 4,2x120 -
28BP 10 M24 8 M16 300 8 4 220 4,2x120 -
300P 12 M24 8 M20 330 8 6 240 5,0x150 -
30AP 12 M24 8 M20 330 8 6 240 5,0x150 -

                -   
Acc. 

Deviations
- - - - ±5 ±1 ±0,5 ±1 - -

Table 4 – Characteristics of standard drums

280P 10 000 1 332
28BP 10 000 1 200
300P 12 000 1 798
30AP 12 000 1 798

                    -   
  *

the weight of drums was calculated for a wood density of 600kg/m
3
 (for a humidity of approx. 25%).
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Diagram A1 – General view of a wooden drum
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