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LOC

DIST
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NAME

SHEET

OF

SCALE

PART NO

DRAWING NO REV

Tyco Electronics UK,
Energy Division

Brighton, England.

E2 PCA-PBA CLAMP DIA 16

BOW-28-020

R.Martin

 

R.Martin

30/01/2015

C1 1 NTS
SIZE

A3

DIMENSIONS:

MATERIAL HEAT TREAT

SURFACE TEXTURE

TOLERANCES UNLESS
OTHERWISE
SPECIFIED:mm [INCHES]

0 PL    ± 
1 PL    ± 
2 PL    ± 
3 PL    ± 
4 PL    ± 

ANGLES ± 

30/01/2015

DWN

CHK

SEE TABLE N/A

Parts List

MATERIALDESCRIPTIONQTYITEM

Galvanized SteelCONNECTOR-STRAP-NO-111

Nickel Plated BrassCLAMP-PLATE-NO-112

Galvanized SteelSCREW M10x45 ST-GALV24

Galvanized SteelWASHER SPG M10 ST-GALV25

Galvanized SteelFULLNUT M10 ST-GALV26

Stainless Steel A2SCREW M10x20 ST-STL29

Stainless Steel A2WASHER SPG M10 ST-STL210

NOTE:
SUITABLE FOR CONDUCTORS UP TO Ø16mm.
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