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Perfil dos saias
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DimensB8es (Dimensions>
Linha de fugoa (Creepage distance)
Linha de arco (Dry arcing distance>

4850 mm
1330 mm

Distancia entre ferrogens (Distance ketween metal partsd 1303 mm

Caracteristicas electricas (Electrical characteristics)
Tensdo suportavel (Withstand voltage)
Sob chuva (Power frequency, wet)
Ao choque atmosférico (Lightning impulse)

Caracteristicoas mecanicos (Mechanicol characteristics)
Carga de rotura Minimum breaking load>

A flexdo suspenso (Bending suspendecdd
A flexdo & cakecoa (Bending moment at the headd

A tTorcdo (Torsion)

Outras coaracteristicas (Other characteristics)
Corpo isolante (Porcelain body>

Toleréncias (tolerances:
Corpo isolante (Porcelain body)

Ferragens (metal fittings)

273 kv
6350 kv

12500 N
9373 Nm
6000 Nm

Cl120 IEC 60672-3

IEC 60168
ISO 8062-10

TIPO DE ACABAMENTL

Cimento Portland sem acabamento - pintura - ferragens alinhodas (Portland cement without finishing - painting - lined up fittings)

Cimento Portland com acobamento a silicone - ferragens alinhadas (Portlond cement with siicone finishing - painting - lined up fittings)

A 0|C

Cinento Portlond sem ocakamento - sem pintura - ferragens alinhadas (Portlond cement without finishing - no painting - lined up fittings)

COR DO VIDRO (glazey

C| Castanho BROWN RAL 8016

E | ANSI Grey 70

ZISO[ETP H340 ]

1 01| SUPORTE SP674 [8270x1500] S2674 104
Quant|U|Pos. Texto DimensBes [[dentificacdo Peso |R FApEg:
Escala ! 104 k Folha nr
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